ZFSM

Hanwha 2Mpx IR Vandal Dome

Hanwha Vision

2MP 30fps
IP66, IK10

PoE/12VDC

Q series network IR outdoor vandal dome camera
2MP @30fps
2.8mm fixed lens (113.74°)

triple codec H.265/H.264/MJPEG with WiseStream

Tuotekoodi:
Valmistaja:

Tekniset tiedot

QNV-6012R
Hanwha Vision

Tuoteryhma:
Valmistaja:
Alkuperamaa:
IR-valot:

Kameran
kotelointi:

Kotelointiluokka
(IP):

NDAA-hyvaksytty:
Objektiivi:
Resoluutio:
Takuuaika:
Tuotemerkki:
Tuotesarja:

Valmistajan
tuotesivu:

Hanwha Vision
Hanwha Vision
Vietnam

IR

Kupu

IP66

Kylla

Kiinted

2 Mpx

60 kk

Hanwha Vision

Q - Quality

Hanwhavision.eu
DesignPro-suunnittelutydkalu

Multiple streaming

https://fsm.fi
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https://www.fsm.fi/ekauppa/6/&search=&search_producer=Hanwha%20Vision
https://hanwhavision.eu/product/QNV-6012R/
https://designpro.hanwhavision.cloud/
https://www.fsm.fi

120dB WDR

True Day & Night (ICR)

IR viewable length 20m

Motion detection

Tampering

Defocus detection

Hallway View

1-way audio and microSD/SDHC/SDXC slot
LDC support (Lens Distortion Correction)
IP66

IK10

PoE/12VDC

https://fsm.fi
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