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Hanwha Q 5Mpx 3mm IR Al Micro Vandal

Hanwha Vision

Dome
Tuotekoodi: QNV-C8011R
Valmistaja: Hanwha Vision
-
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A\ ’ Tuoteryhma: Hanwha Vision
Valmistaja: Hanwha Vision
Alkuperamaa: Vietham
FSM tuotemerkki: ~ Hanwha Vision
IR-valot: IR
Kameran kotelointi: Kupu
Kennokoko: 1/2,8"

Kotelointiluokka
(IP):

NDAA-hyvaksytty: Kylla

IP66

Objektiivi: Kiintea

Pakkasenkestavyys: -40°C

Resoluutio: 5 Mpx

Takuuaika: 60 kk

Tuotesarja: Q - Quality

Valmistajan Hanwhavision.eu

tuotelinkit: DesignPro-suunnittelutydkalu

1/2,8" CMOS
5 Mpx (2592 x 1944) 30 fps

3mm Fl1.6

IP66, IK10, -40° - +55°C

PoE, maks. 8,5 W

Q series Al network IR Micro vandal dome camera
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* H.265/H.264/MJPEG

e Multiple streaming up to 5 profiles

e 120 dB WDR

e Day &aMpx; Night (ICR)

» High Powered IR LEDs with IR viewable length 20 m

¢ Analytics events based on Al engine: Object detection (Person/Vehicle, car, truck, bus, bicycle,
motorcycle), IVA (Virtual line/Area, Enter/Exit, Loitering, Direction, Intrusion)

e Analytics events : Defocus detection, TaMpxering

e MicroSD/SDHC/SDXC slot

e ONVIF S/G/T/M

e USB port for easy installation

* IP66, IK10, NEMA4X

e PoE

e @110 x 77 mm
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